CH565_9如何开启和使用两线调试
前言
[bookmark: _GoBack]使用SWD调试会关闭代码读保护，且可能需要每次使用前开启，仅作为一种调试手段，不建议过度依赖，串口调试也可做到调试代码的目的。（另外要注意以太网，USB等高速外设需要频繁的应当心跳等机制一般不可调试）
调试前的准备：
1、评估版为上下两层堆叠形式，通过2.54排针连接在一起。PCB为同一片，通过焊接不同的排阻实现来实现HSPI接口的收、发对接。因为HSPI接口的验证只能是CH569+CH569、CH569+FPGA，故评估版为这样的形态（上板电阻焊接R32/R33，下板电阻焊接R34/R35）。
2、烧录程序，通过将PCB正面丝印HD0（PCB背面有boot丝印）的针脚接地后上电，芯片运行bootloader。
上层板正面：HD0接地后上电，进入BOOT
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下层板背面：
[image: ]
3、因为上下两层板子排阻位置不同，故使用两线调试接口的针脚位置也不同：
上层板子丝印：
SWCLK---HTRDY1
SWDIO---HRCLK1
下层板子丝印：
SWCLK---HTACK1
SWDIO---HTCLK1

操作步骤：
1，使用SWD调试必须先关闭读保护且开启两线调试功能，若发现板子无法调试或者之前可以调试突然不行了，都需要先进入BOOT使用ISP工具开启两线调试功能。（注意此次进入BOOT仅开启功能，不要执行下载）
[image: ]
2，插上LINK查看电脑和LINK以及MRS是否正常链接。
[image: ]
查询LINK状态，查询模式是否正确配置为LinkRV模式，若不是则需要配置到该模式。
[image: ]
3，以上层板子为例链接好板子和LINK。
[image: ]
插入USB或者电源适配器供电，不建议使用LINK供电，防止带载能力不足。
4，点击工程的debug按钮（先编译）。两线开启后效果如下图所示：
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常见问题：

若出现LIINK蓝灯闪烁怎么办？
蓝灯一直闪烁，LINK将无法调试，处于预升级固件状态，检查MRS版本并更新导出最新的LINK在线工具，升级LINK到最新版本，要注意LINK升级过程需要耐心等待，若中途拔掉USB链接可能导致LINK升级失败导致LINK异常。
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无法进入调试界面怎么办？
先确认MRS以及LINK在线工具的版本是否为最新，再确认LINK状态以及模式是否正常，再测试MRS单击下载是否正常，若都正常，可以尝试替换MRS路径下的这个软件，优先检查前三步。（双击下面的软件图标保存）*\MounRiver\MounRiver_Studio\toolchain\OpenOCD\bin
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1 Download Configuration for GPIO

Operations

Target Mode: WCH-LinkRV Apply

Memory Assign: Query | | Apply

Erase Code Flash: Apply
Target

MCU Type: CHs6x v

Program Address: | 0x00000000 v

LK Speed: High v

Target File: ob\GPIO.hex Browse...
Options

Reset and run

v 0000%11:27:10:228> > Query Success 2

Apply and Close Cancel
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9 GPIO/Startup/startup_CH56x.S - MounRiver Studio

0

File Edit Project

eiw(Ee 0@
¥ Debug 52 [ Project Explorer

Run Tools Flash Window Help
2o e

~ 35 GPIO.elf [GDB OpenOCD MRS Debugging]

v i GPIO.elf

P Thread #1 (Suspended : Breakpoint)

handle_reset( at startup CH56x.5:123 0x276
‘main0 at Main.c76 0x208

1 openocd.exe

4 i

Disassembly 2

[ 24
» 00000276+
0000027a:
126
0000027¢:
00000282
130
00000286+
0000028a:
131
0000028e:
00000292
132
00000296+
133
0000029a:
135
00000252+
138
00000222
137
00000226+
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00000228+
139
0000022a:
142
000002ae:
143
00000252
148
00000256+
146

bed-gdb.exe

addi

9p,gp, 1514 # 0x20000860
1a sp, _eusrstack

auipc  sp,0x20004
aadi  sp,sp,-638 # 0x20004000
1a 20, _data lma
auipc  a0,0x1
aadi  a0,20,1626 # Ox18e0
1a a1, _data_vma
auipc  al,0x20000
aadi  al,al,-654 # 0x20000000 <impure
la 22, _edata
aadi  a2,0p,-2040
bgeu al, a2, 2f

bgeu  al,a2,0x2ec <handle_reset+Se>
1w o, (a0)
i 0,8 (20)
sw to, (al)
s 0,8 (a1)
adai a0, 20, 4
adai  20,a0,4
adai a1, a1, 4
adai  alal,4

bltu al, a2, 1b
blts  al,a2,0x29e <handle_reset+40>
1a 20, _sbss
aadi  a0,0p,-2040
la al, _ebss

adas  al,gp,-2020
bgeu a0, al, 2t
bgeu  a0,al,0x2c4 <handle_reset+78>

sw zero, (a0)
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Mainc [ libISPEMS69.a mainc CHS6x_usb30.c Mainc CHS6x_gpio.c CHS6x_gpioh [8] startug
125 la g, _ global pointers
124 .option pop
1251
126 la sp, _euszatack
127
128 /* Load data section from flash to RAM */
1202
150 1a a0, _cata_ima
131 1aal, _data_vma
132 la a2, _edata
155 bgeu al, az, 2f
1se1:
135 1w co, (a0)
136 swto, (al)
157 addi a0, a0, 4
132 addial, al, 4
135 bltual, a2, 1b
1402
141 /% clear bss section */
162 laao, _sbes
163 laal, _ebss
164 bgeu a0 al, 2f
a5
166 sw zero, (a0)
147 adai a0, a0, 4
145 bltw a0, al, 1b
a9
150 /% clear dmadata section */
151
1522
153 la a0, _dmadata_starc
1s: laal, _amadata_end
155 bgeu a0, al, 2f
1se1:
157 sw zero, (a0)
B Console 52 1l Registers % Breakpoints [f] Problems () Executables & Debugger Console 7% Peripherals [ Memory
GPIO.elf [GDB OpenOCD MRS Debugging] openocd.exe
Info : clock speed 6000 kiz
Info i [weh_riscv.cpu.0] datacount=2 progbufsize
Info : [weh riscv.cpu.0] Examined RISC-V core; found 1 harts
Info i [weh_riscv.cpu.0] XLEN=32, misa=0x40101105
[weh_riscv.cpu.0] Target successfully examined.
Info : starting gdb server for weh riscv.cpu.0 on 3333
Info : Listening on port 3333 for gdb comnections
Info : accepting 'gab' comnection on top/33s3
Info : flash size = 44skbytes
Warn : Prefer GDB command "target extended-remote :3333" instead of "target remote :3333"
Warn : keep alive() was not invoked in the 1000 ms timelimit. GDB alive packet not sent! (1815 ms). Worka
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